
SEE "Techline® HCVXR PARKING

ISLAND LAYOUT", DETAIL

H103 FOR PLAN VIEW

OF THIS APPLICATION

00 Techline® HCVXR SUB-HEADER INSTALLATION

Techline® START

CONNECTION (TYP) REFER

TOCONNECTION DETAIL - XXX

Techline® HCVXR DRIPLINE

FINISH GRADE

NOTE:

1. SEE PLANS AND LEGEND FOR ALL DIMENSIONS AND Techline® HCVXR DRIPLINE SPACING.

2. RATIO OF Techline® HCVXR DRIPLINES TO START CONNECTIONS IS SHOWN AT 2:1, BUT MAY VARY

PER HYDRAULIC DEMAND ON START CONNECTIONS.  SEE PLANS AND LEGEND.

COMPACTED SUBGRADE

PVC HEADER

Techline® TEE (TYP)
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1. RECOMMENDED MINIMUM

FILTRATION: 120 MESH

2. PRESSURE AT FLUSH VALVE SHALL

BE MIN 21.8 PSI

3. HIGH CHECK VALVE (MAX 8.5' OF

WATER (ELEVATION CHANGE))

4. REFER TO MAXIMUM LENGTH OF A

SINGLE LATERAL CHART

NOTE:
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